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Decide with Confidence

CE Certified
Microprocesor based Spectrophotometer
WAVELENGTH RANGE 340 to 960 nm
Wavelength Resoclution 1nm
Wavelength Accuracy +1nm
Spectral Slit Width <5nm
% Transmission 0.0-100% T
ABSORBANCE 0-1.999 A
CONCENTRATION 0 to 19999
K-FACTOR 0.1 to 19999
RESOLUTION 0.1% T, 0.001 Abs
Microprocesor based Spectrophotometer
STRAY RADIANT ENERGY + 2% or lesser at 340nm and 400nm
PHOTOMETRIC ACCURACY Less than 0.01 Abs
Monochromator 600 lines / mm diffraction grating
Photo Detector Wide range silicon photodiode
Display 16 X 2 line alphanumeric backlit LCD display
Key Board 8 Keys soft touch membrane type
Data Storage Up to 100 samples
Light Source Tungsten — halogen lamp 6V, 10W
Sample Holder 10 mm glass cuvettes
Power supply 230%+ 10% 50Hz AC
NOTE: MICROPROCESSOR BASED UV/VIS SPECTROPHOTOMETERS, UV SPECTROPHOTOMETERS &
DOUBLE BEAM SPECTROPHOTOMETERS ARE ALSO AVAILABLE ON REQUEST
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